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P SERIES INDUSTRIAL PANEL COMPUTERS

SEATR®NX PPC-15T

Our Vision is Your Vision

15" 4:3 IP65 Industrial Panel Computer with 7th Gen Intel® Core™

Features
« 15" TFT XGA 4:3 LCD with resistive 5-wire touch
« Intel® 7th Gen (Kaby Lake-U) Processor Core™ i5-7300U, Core™ i3-7100U
« 8GB DDR4 Memory
» 512GB SATA SSD Storage
« X MSATA (shared by 1x Mini PCle), 1x CFast (shared by 1x mSATA), 2x SIM socket
« 2x full-size mini PCle for communication or expansion modules
« 2x LAN, 1x VGA, 1x DisplayPort, 1x Dual Channel 24 bit LVDS
» 4x RS-232/422/485, 4x USB 3.0, Audio
» 8x DI + 8x DO with isolation
« 9 to 50VDC wide range power input
« -10°C to 60°C extended operating temperature
« Designed with aluminum die-casting front frame
« |P65 compliant front panel

« Two 10W internal speakers built-in
» Multi-language OSD built-in

« Wifi / Bluetooth Optional

« Windows 10 loT Enteprise
Specifications

e
IP Rating P65 Power Adapter Optional AC/DC 12V/5A, 60W
LCD Size 15" (4:3) Power Management Power Ignition Management
Max. Resolution 1024 x 768 (XGA) Power Mode AT, ATX
Brightness (cd/m?) 350 /1000 (optional) Power Supply Voltage  9~50 VDC
Contrast Ratio 700:1 Power Connector 3-Pin Terminal Blcok
LCD Color 16.2M Power Protection OVP (Over Voltage Protection)
Pixel Pitch (mm) 0.297(H) x 0.297(V) OCP (Over Current Protection)
Viewing Angle 170/160 Reverse Protection
Backlight MTBF 50000 hrs (LED Backlight)
Operating Temperature -10 °C ~ 60 °C (14 °F ~ 140 °F )
Touch Type Resistive 5-Wire Storage Temperature  -20°C to 70 °C (-4 °F to 158 °F)
Relative Humidity 10% ~ 80% (non-condensing)
Processor IP Level IP 65 Compliant Front Panel
Intel® 7th Gen (Kaby Lake-U) Processor Core™ i5-7300U, Core™ i3-7100U Certification CE, FCC Class A
LAN Chipset GbE1 & GbE2: Intel® 1210-AT (Support Wake-on-LAN and PXE) Dimensions 377 (W) x 301 (D) x 64.7 (H) mm
System Memory 1x 260-Pin DDR4 1866/2133MHz SODIMM. Max. up to 16GB Mounting Options VESA Mounting Holes 75 x 75mm, 100 x 100mm
BIOS AMI 64Mbit SPI BIOS
Watchdog Software Programmable 1~255 sec. System Reset
CFast 1x CFast
mSATA 1x MSATA
SIM Socket 2x External SIM socket
SSD/HDD 1x Hotswap 2.5" SATA HDD Bay
Eansion |
Mini PCle 2x Full-size Mini PCle
1/0
Audio 1x Mic-In, 1x line-out
COM 4x RS-232/422/485
2x RS-232/422/485 (internal)
DIO 8in/ 8 out (Isolated)
LAN 2x RJ45
Universal I/0 Bracket  2x Universal I/0 Bracket
usB 4x USB 3.0
DP 1x DP
Others 3x Antenna
1x Power Switch
Ix AT/ATX Switch
1x Remote Power On/Off
VGA 1x VGA
Optical Bonding Optional, contact us for more information
0SD LCD On/0Off, Auto, Menu, Up and Down Multi-language
Speaker AMP 10W + 10W

* All specifications and photos are subject to change without notice.
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