IND-XX-RDU1-20 Series

20" Depth, Rack Drawer with Rugged Clamshell Design Our Vision is Your Vision

The IND-XX-RDU1-20 Series represent our 1U 20" depth LCD/Keyboard
Rack Drawers which offer entry level KVM (Keyboard/Video/Mouse) switch
functionality. Similar to our other platforms our modular design approach
allows tailor made solutions for almost any application or environment.

IND-XX-RDU1-20 Features Clamshell Rack Drawer Features
» Rugged Folding Clamshell Design .

* Light Weight Aluminum Construction
* Flexible Keyboard & Pointer Options

* Integrated Cable Management Cage Style Cable Guide Transit Case Arms
* Limited KVM Options Available

* Mounts in Standard 19” Rack

* Fits Cabinets Depths from 20”-28”

* Built-in Slide Rails w/Telescoping Arms

Mil Grade Friction Slides D8 Front Face

SEATRONX « (800) 607-1460 (USA) . (772) 418-5035 . info@seatronx.com « www.seatronx.com



MOUNTING FEATURES

(A) LED Back Lit LCD

B) Keyboard/Pointer

C) Front Face (D8)

(D) Solid Bearing Slides
(E) Cage-Style Cable Guide
(F) Video Controller

(G) Limited KVM Options
H) Locking Power Conn.
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Note: Shown here (I) Transit Case Arms

with added series
features.

OPTIONS
DISPLAYS KEYBOARDS/POINTERS

XGA 1024 x768 (Max Res)
* Backlight: 400 NITS, CCFL
* Operational Temp: -20 to 70 C

CONTROLLER

V251 Embedded Controller
Max Resolution: 1920 x 1200
Input Options Available: VGA
Audio: Optional
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SXGA 1280 x 1024 (Max Res)

* Backlight: 350 NITS, LED
* Operational Temp: -30* to 85* C

WUXGA 1920 x 1200 (Max Res)
* Backlight: 350 NITS, LED
* Operational Temp: -30* to 85* C

FHD 1920 x 1080 (Max Res)

* Backlight: 400 NITS, LED
¢ Operational Temp: 0 to 70*C
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Additional Controller Options Available

FRONT FACES

¢ E8: Thumbscrew with 5” Collapsable Handle

¢ O: Cherry w/Glide Pad " -
Additional Panel Options Available » Ea6: Thumbscrew , 7.5” Pull Handle w/Audio

» Series Keyboard/Pointer Options Available
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) Additional Front Face Options Available
*High Bright, Touch Screen and (Contact Sales Rep for more options)
Optical Bonding Options Available

BACKS/KVM's SPECIFICATIONS

¢ Deminsions: 1.75"(1U) x 19"W x 20"D
* Bh: High End 8 port unit w/High Density Connector * Power Consumption: 35 Watts
— (Values may vary depending on configuration)
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¢ G: 4 CPU's DVI-D Video, USB Keyboard/Mouse,
Speaker, Microphone & 2 USB devices

Additional KVM Options Available
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