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IND-XX-RDU1-24 Series
17" Depth, Rack Drawer with Rugged Clamshell Design

IND-XX-RDU1-24 Features
•	Rugged Folding Clamshell Design
•	Light Weight Aluminum Construction
•	Flexible Keyboard & Pointer Options
•	Integrated Cable Management
•	Numerous KVM Options Available
•	Mounts in Standard 19" Rack
•	Fits Cabinets Depths from 24"-32"
•	Built-in Slide Rails w/Telescoping Arms

With over 30,000 possible configurations, the IND-XX-RDU1-24 is the most 
popular RD1U model  available. This series includes more KVM/Controller 
options and longer arm extensions to help us create the ideal rack drawer 
for your specific needs.

Clamshell Rack Drawer Features

Cage Style Cable Guide

Solid Bearing Slides

Transit Case Arms

D8 Front Face
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LED Back Lit LCD

Keyboard/Pointer

Front Face D8 Shown

Solid Bearing Slides

Cage-Style Cable Guide

Video Controller Options

12+ KVM Options

Locking Power Conn.

Transit Case Arms
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Note: Shown here 
with added series 
features.
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OPTIONS

MOUNTING FEATURES

CONTROLLERS
• V25X Full Size A/D Controller (Production) 

Max Resolution: 1920 x 1200
Input Options Available: VGA, DVI

• V23X Full Size Military Grade Controller (New) 
Max Resolution: 1920 x 1200
Input Options Available: VGA, DVI, HDMI, 
YPbPr, 3G SDI
Special Features Include: Dual Digital PIP 
Additional Controller Options Available 

FRONT FACES

• DA7: Thumbscrew, Recessed Handle w/Audio

• D1: Thumbscrew with Pocket Pull Handle 

Additional Front Face Options Available

SPECIFICATIONS

• High Bright, Touch Screen and
Optical Bonding Options Available

DISPLAYS KEYBOARDS/POINTERS

• Deminsions: 1.75”(1U) x 19”W x 24”D
• Weight: 24lbs
• Power Consumption: 35 Watts
(Values may vary depending on configuration)

BACKS/KVM’s

173W

19L

• Storage -30 - 75C: Oper 0 - 70C
• LED Back Light
• Viewing Angles: 80/80/60/80
• Contrast Ratio: 600:1
• Optional: Optical Bond & Touch

WUXGA 1920 x 1080 (Max Res)

SXGA 1280 x 1024 (Max Res)

• Storage -20 -60C: Oper 0 - 50C
• LED Back Light
• Viewing Angles: 85/85/80/80
• Contrast Ratio: 1000:1
• High Bright Optional: 1000 nits
• Optional: Optical Bond & Touch
17L Panel Also Available

Series Keyboard/Pointer Options Available 

• H: Hula Point, IP67 w/ Rubber Membrane

• M: 3 Button Glide Pad w/Keypad

• O: 8 Port HDMI/DVI KVM w/USB
(High End V09X Controller)
Additional KVM Options Available

• Z05: Hybrid KVM (High End V09X Controller /
KVM / 4 Power Input Option)
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