ITD-22

21.5" Sunlight Readable Industrial Touchscreen Display
- SEATR®NX
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1000 nits brightness 10-Point Touch 1920%1080 resolution IP65 Rating Metal Housing Auto Dimming

In addition to the interfaces shown, several
expansion ports are available on the main
board for customized 1/O options.
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IP64 RATING

The front panel offers complete protection against particles and adequate protection against
water in "hose down" environments.

SPECIFICATIONS
Touch Screen 10-points capacitive touch
Panel 21.5" LCD
Physical Resolution 1920%x1080
DISPLAY Aspect Ratio 16:9
Brightness 1000 nits
Contrast 1500:1
Viewing Angle 170°/ 170°(H/V)
HDMI 1 x HDMI 1.4b
INPUT VGA 1
AV 1
SUPPORTED HDMI 2160p 24/25/30, 1080p 24/25/30/50/60,
FORMATS 1080i 50/60, 720p 50/60...
Speaker 2
AUDIO IN/OUT HDMI 2ch
Ear Jack 3.5mm - 2ch 48kHz 24-bit
Input Voltage DC 12-24V
POWER P:wer Con:umption <37W (15V)
Operating Temperature 0°C~50°C
ENVIRONMENT Storage Temperature -20°C~60°C
Water-proof IP x5
Dust-proof IP 6x
DIMENSION Din'.lension(LWD) 556mm x 344.5mm x 48.2mm
Weight 5.99kg

ORDERING INFORMATION

Part Number

Description

ITD-22

21.5" Industrial Touchscreen Display

SEATRONX ¢ (800) 607-1460 (USA) ¢ (772) 418-5035 « info@seatronx.com « www.seatronx.com




