
SEATRONX • (800) 607-1460 (USA) • (772) 418-5035 • info@seatronx.com • www.seatronx.com

SEATR     NX

Our Vision is Your Vision

MO-R1-XX Series
Rugged Mobile Monitors - Sizes: 10.1", 12.1", 15.6", 17.3", 21.5"

MO-R1-XX Series
Take your monitor anywhere with the MO-R1-XX Series. The MO-R1-XX class enters the upper-end 
of the mobile series by featuring the V23x Elite Controller Card. The Elite is capable of handling VGA, 
HDMI, YPbPr, and 3G-SDI. It’s perfect for the Broadcast Professional needing a light weight and 
rugged portable display. The Q option boasts a Professional-Grade, All-Aluminum Construction, with 
High Definition Displays, High Brightness for outdoor viewing, exceptional Contrast Ratio and View-
ing Angle, as well as our state-of-the-art Optical Bonding option. This lightweight and durable monitor 
solution has additional features and options, like our Rugged Handle, built-in Kickstand, Wireless 
Transmit and Receiver, Anton Baur Battery, Tripod light-stand, Yoke Mount and more. Whether you 
are in Broadcast, Film, IT, or Military, you will find endless uses for your MO-R1-XX Series.

FEATURES 
•	RUGGED ALL ALUMINUM CONSTRUCTION

•	V23X ELITE CONTROLLER CARD

•	FIELD-REPLACEABLE ACRYLIC LENS

•	3G SDI INPUT/OUTPUT

•	1/4" HEADPHONE/PHONO JACK

•	SPEAKERS (ONLY AVAILABLE ON 15.3" AND 
LARGER MODELS)

CARRYING 
HANDLE 

OPTIONAL 
KICKSTAND

OPTIONAL BATTERY CRADLE WITH IDX 
V-MOUNT ANTON BAUER GOLD MOUNT
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MOUNTING FEATURES

VIDEO CONTROLLER 
V23XSDI (.03) ELITE PLUS  
Max Resolution: 1920 x 1200
Input Options Available: VGA, HDMI, 3G SDI, YPbPr, 1/4" 
Audio Jack) 

LCD MODULES 
101W FHD 1920x1080 (Max Res)

•	10.1" WIDE LED BACKLIT LCD W/ ANTI-GLARE
•	VIEWING ANGLES: 85/85/85/85
•	CONTRAST RATIO: 800:1
•	BRIGHTNESS: 500 NITS
•	RESPONSE TIME: 12.5MS
•	SURFACE FINISH:ANTI GLARE WITH ACRYLIC 

LENS
•	COLOR: 6 BIT + HI-FRC

121HB WXGA 1920x1080 (Max Res)
•	12.1" WIDE LED BACKLIT LCD W/ ANTI-GLARE
•	VIEWING ANGLES: 80L/80R/80U/60D
•	CONTRAST RATIO: 700:1
•	BRIGHTNESS: 1500 NITS
•	RESPONSE TIME: 8MS
•	SURFACE FINISH: ANTI GLARE WITH HARD 

COATING

LCD DISPLAY
156W WXGA 1920x1080 (Max Res)

•	15.6" WIDE LED BACKLIT LCD W/ ANTI-GLARE
•	VIEWING ANGLES: 80L/80R/80U/65D
•	CONTRAST RATIO: 800:1
•	BRIGHTNESS: 600 NITS
•	RESPONSE TIME: 20MS
•	SURFACE FINISH: ANTI GLARE WITH ACRYLIC 

LENS

173W WXGA 1920x1200 (Max Res)
•	17.3" WIDE LED BACKLIT LCD W/ ANTI-GLARE
•	VIEWING ANGLES: 80/80/60/80
•	CONTRAST RATIO: 600:1
•	BRIGHTNESS: 400 NITS
•	RESPONSE TIME: 20MS
•	SURFACE FINISH: ANTI GLARE WITH ACRYLIC 

LENS

215W FHD 1920x1080 (Max Res)
•	21.5" WIDE LED BACKLIT LCD W/ ANTI-GLARE
•	VIEWING ANGLES: 80L/80R/89U/89D
•	CONTRAST RATIO: 1000:1
•	BRIGHTNESS: 300 NITS
•	RESPONSE TIME: 14MS
•	SURFACE FINISH: ANTI GLARE WITH ACRYLIC 

LENS

	 Series	 Display Size 
	 MO-R1	 101W

101W = 10.1" Wide
121HB = 12.1"  High Bright 

156W = 15.6" Wide
173W = 17.3" Wide
215W = 21.5" Wide

ORDERING INFORMATION


