
MPC-3600-i5-SE 
MPC-3600-i7-SE
Rugged Fanless Embedded System with LGA 1151 socket 
for Inter 6th Gen. (Skylake) Desktop Processor 

FEATURES 

• Intel® Core™ i7 /i5 Processor

• Intel® Q170 Chipset

• 2x 260-pin DDR4 SO-DIMM, up to 32GB

• Triple independent display

• 2x Intel® GbE supporting Wake-on-LAN and PXE 

• 4x 2.5" SATA HDD bay and 2x mSATA supporting

• 4x Full-size mini PCle for communication or expansion

modules, 4x SIM socket 

• 4x RS-232/422/485, 6x USB 3.0, 2x USB 2.0

• 16-bit Isolated ditigal 1/0

• 9 to 48 VDC wide range power input 

• -25 °C to 70 °C extended operating temperature 
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Operating System 

Windows 

Linux 

- Core~ i7-6700TE, Quad Core, 8MB Cache, up to 3.4 GHz 
- Core'" i5-6500TE, Quad Core, 6MB Cache, up to 3,3 GHz 

Intel• Q170 Express Chipset 

GbEl: Intel® I210-AT (Support Wake-on-LAN and PXE) 
GbE2: Intel• I219LM (Support Wake-on-LAN and PXE) 

Realtek ALC888S 

2x 260-Pin DDR4 1866/2133MHz SO-DIMM. 
Max. up to 32GB 

AMI 128Mbit SPI BIOS 

Software Programmable Supports 1 ~255 sec. System 
Reset 

lx DVl-I 

2x DisplayPort 

Triple Display 

2x Internal 2.5" SATA HDD Bay 
2x Removable 2.5" SATA HDD Bay 
Support RAID 0, 1, 5, 10 

2x mSATA (Shared by 2x Mini PCle) 

2x External SIM socket 
2x Internal SIM socket 

4x Full-size Mini PCle 

Up to two 4-port GbE modules with Intel® I210-AT Chipset 
RJ-45 or M12 connector with PoE option 
One Universal 1/0 Slot occupied for one 4-port module 

Windows 10, Windows 8.1, WES8.1, Windows 7, WES7 

Linux kernel 4.X 
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4x RS-232/422/485 (rear) 2x 
RS-232/422/485 (internal) 

6x USB 3.0 (4x rear/2x front), 2x USB 2.0 (front) 

2x GbE RJ45 (rear) 

lx Mic-in, lx Line-out (rear) 

8 in / 8 out (Isolated, rear) 

2x Universal 1/0 Slots (front) 

6x WiFi Antenna Holes (2x front/4x rear) 
lx Power Switch (front) 
lx AT/ATX Switch (rear) 
lx Remote Power On/Off (rear) 

AT or ATX Mode 

3-pin Terminal Block 

OVP (Over Voltage Protection) 
OCP (Over Current Protection) 
RPP (Reverse Polarity Protection) 

Optional External Power Adapter, 120W or 220W 

-25 ·c to 70 ·c (-13 °F to 158 °F) 

-30 ·c to 85 ·c (-22 °F to 185 °F) 

10% to 95% (non-condensing) 

With SSD: 5 Grms, 5 - 500 Hz, 0.5 hr /axis 
With HDD: 1 Grms, 5 - 500 Hz, 0.5 hr/axis 

With SSD: 50G, half sine, llms 

CE, FCC Class A 

Extruded Aluminum with Heavy Duty Metal 

240 x 261 x 79 mm 
9.5" X 10.3" X 3.1" 

4.37 kg (9.61 lb) 

Wall Mount 

lx MPC-3600 Rugged Fanless 
System lx Wall-mount Bracket 
lx DVI to VGA Adapter 

* For detailed performance, please refer to the data sheet or consult with the technical team. 

t Final system performance depends on all installed component specifications. 
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Universal 1/0 Bracket Universal 1/0 Bracket Antenna 

Antenna USB 3.0 USB 2.0 Clear CMOS USS 2.0 USS 3.0 

SIM1 
SIM2 

AT/ATXMode 
Select Switch 

Removable HOO Removable HOD 

Front Panel 

Watchdog LED 

GPI0 LED 

Ethernet LED 

Rear Panel 

l·OIMHM.-_.._ __________________________________________

I 
256.: 

I 

�� 16 

-I-@ @ 

f � I 0 0 

�I;@ @ 

,,.,iY 

�f{ ◊ 

�------,>4,u-------

Unit: mm 

MPC-3600 with 1x RG6-GBE4RM/4PM 

MPC-3600 with 2x RG6-GBE4RM/4PM 

ADMINISTRATION
PO Box 1713 

Hobe Sound, Fl 33475

(772)772) 418
info@seatronx.com
www.seatronx.com

SEATRONX, 
7530 SW Jack James Dr.

Stuart, Fl 34997
     NXSEATR

Our Vision is Your Vision

MPC-3600-i5-SE - Fanless Intel 6th Gen. Core i5-6500TE CPU 
- 8GB DDR4 SODIMM Memory
- 1x 240GB 2.5" SATA SSD (removeable)
- 4x COM, 6x USB 3.0, 2x USB 2.0, 2x GbE LAN, 2x DP, 1x DVI-I
- Win10 iot
- 120W Power Adapter
- Wall mount bracket
- 2 Years depot warranty

-  Fanless Intel 6th Gen. Core i7-6700TE CP
- 16GB DDR4 SODIMM Memory
- 1x 480GB 2.5" SATA SSD (removeable)
- 4x COM, 6x USB 3.0, 2x USB 2.0, 2x GbE LAN, 2x DP, 1x DVI-I
- Win 10 iot
- 120W Power Adapter
- Wall mount bracket
- 2 Years Warranty

MPC-3600-i7-SE




