
SEATRONX • (800) 607-1460 (USA) • (772) 418-5035 • info@seatronx.com • www.seatronx.com
1

SEATR     NX

Our Vision is Your Vision

RMD-43-P
43" Rugged Military Panel Mount Display

 Description
Our RMD-43-P Series was designed 
from the ground up to meet the rugged 
environ-mental requirements. It can be 
built with an IP65 Front Face with IP53 
Back for general rugged used or full 
IP65 for sealed applications. It comes 
standard with an Optically Bonded 
ITO Lens. It has optional High Bright 
Backlit LCD Monitor, With Optional 
Heated Lens, and NVIS Backlight 
system. It was design to meet many 
MIL Spec standards off the shelf but if 
you have a specific standard you need 
met, We can customize it to any level. 
It is Built from 5052H32 and 6061T6 
Aluminum that is Laser Cut and Milled 
to a precise standard. The internal 
Components are Conformally Coated 
and each connection is protected with 
dielectric grease to prevent corrosion. 
Internal Cabling is Low Smoke Zero 
Halogen Teflon Cabling. Its Specifically 
Design for Panel Mount Applications 
with only a 3/8” Rise off its mounting 
surface. 

 Key Features
•	Rugged All Aluminum Construction
•	High Bright Daylight Viewable 

option
•	Optical Bonded Cover Glass
•	IP67 Design Options
•	Flex Mount Design Technology

 Video Controllers
V38x High End 4K Controller

•	Max Resolution: 4096 x 2160 60Hz
•	Input Options Available: HDMI 2.0 

x1, HDMI1.4 x3, Display Port 1.2.  
RS-232, OSD, For command and 
Control, and IR Remote. 

•	Integrated Multi View (PIP, PBP, 
Quad View). 

V36x Mid Grade 4K Controller
•	Max Resolution: 4096x2160 60Hz
•	Input Options Available: HDMI 

2.0, Display Port 1.2, RS-232 for 
Command and Control. Remote

 Options
•	Multiple Lens Enhancement 

available Including: ITO Mesh 
Lens, Heated Glass, NVIS 
Backlight

•	Optional Flex Mount Kits Available
•	Choice of conformal Coating 

Techniques

•	 VGA
•	 DVI
•	 HDMI
•	 YPbPr

 Video Inputs Available*

REV 1.02.18.25

IP65 Front

IP65 Back

IP53 Back

•	 Composite
•	 S-Video
•	 3G-SDI
•	 Display Port

* Not all ports are available on all AD cards. 
Check I/O for each Video Controller Offered
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Welded & Milled Aluminum
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Passive Air Cooled
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Conformally Coated Electronics
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VESA Hole Positions 

Power Supply Plate: 

Panel Mount Hole Pattern: 

 LCD Options
OPTION-1

•	3840 x 2160 (Max Res) 
•	43" LED Backlit LCD
•	ITO EMI Lens Enhancement
•	Viewing Angles: 89L/89R/89U/89D
•	Contrast Ratio: 4000:1
•	Brightness: 500 NITS
•	Response Time: 8ms
•	Surface Finish: AR/AG Coated 

Laminated Optically Bonded Lens
•	Color: 8 Bit
•	Color Gamut: 72% NTSC

•	OPTION-2
•	3840 x 2160 (Max Res) 
•	43" LED Backlit LCD
•	ITO EMI Lens Enhancement
•	Viewing Angles: 89L/89R/89U/89D
•	Contrast Ratio: 4000:1
•	Brightness: 1000 NITS
•	Response Time: 8ms
•	Surface Finish: AR/AG Coated 

Laminated Optically Bonded Lens
•	Color: 8 Bit
•	Color Gamut: 72% NTSC

OPTION-3
•	3840 x 2160 (Max Res) 
•	43" LED Backlit LCD
•	ITO EMI Lens Enhancement
•	Dual Backlight NVIS and Daylight
•	Viewing Angles: 89L/89R/89U/89D
•	Contrast Ratio: 4000:1
•	Brightness: 400 NITS
•	NVIS: B Mode
•	Response Time: 8ms
•	Surface Finish: AR/AG Optically 

Bonded Lens
•	Color: 8 Bit
•	Color Gamut: 110% NTSC
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