
Sunlight Readable Touchscreen (SRT) & Pilot House Touchscreen (PHT)
Displays Designed for the Industrial and Marine Industries.

LCD Marine/Industrial Displays
SRT-32W / PHT-32WSRT-32W / PHT-32W

•	ABS Type Approved
•	Cost Effective Glass Bridge Displays
•	Up to 1500 Nits Sunlight Readable
•	Wide Dimming Range
•	IEC60945 Certified
•	NEMA 4, IP65 Sealed Front Panel

•	HDMI, DVID, VGA & Composite  
Video Input

•	Front Brightness Controls
•	Standard PCAP Touch Screen
•	HDCP Compliant
•	Low Power LED Backlighting

SEATR     NX

Our Vision is Your Vision REV 02.07.11.25



SRT/PHT-32 Marine Monitor
31.5" Display; 1920 x 1080 Resolution 

Panel: Video inputs:
Display 31.5 inch HDMI

Active area HxV 698.4x392.85 DVI-D

Aspect ratio 16:9 VGA

Resolution 1920x1080 CVBS (BNC)

Viewing angle U/D/L/R 89/89/89/89

Contrast ratio 3000 Power input:
Native Brightness (cd/m²) 350 12VDC (Desktop PSU 115/230VAC)

High Bright ¹ - option 1000 9~36VDC (Galvanic isolated) (2p screw)

Touchscreen:
Projected capacitive (USB or RS232)

Environmental:
Operating temperature (°C) 0 to 50

Protection rate front (IEC 60529) IP68

     NXSEATR

Our Vision is Your Vision

info@seatronx.com | www.seatronx.com

https://www.nottrot.com/en/products/n-line-maritime-n320kge?utm_source=productsheet&utm_medium=qrcode&utm_campaign=N320KGE-marine
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