Surfvision HD+
SURF-HD4

Video Recording & CCTV Systems

SEATR®NX

Our Vision is Your Vision
REV 1.25.02.2022



SURFVISION HD+ SURF-HD4

Overview:

The NEW SURFVISION HD+ powered by Seatronx with Hilton Sat2Nav is the ultimate Fishing Camera system- Fishing
Mapping center- and Vessel Security system all wrapped up into a compact DC powered system. |deal for the weekend
enthusiast or professional anglers alike.

Features:

Camera System:
The SURFVISION HD+ system powered by Seatronx is a compact marine grade video system that allows up to 4 cameras
to continuously record all your catches and cruising activity. Never lose your video again due to uncharged camera batteries,
clumsy photography or complicated user operation. The SURFVISION HD+ will record continuously in High Definition, and
mark all your catches and events seamlessly. The FREE Surfvision app with EASY COMMAND features allows you to
instantly grab video and pictures from your Android or Apple devices to forward to your friends and colleagues. Includes GPS
overlay option on pictures to capture position where location evidence is desired. Approved for all tournament recordings.

Compact and marine-grade hardware
12 or 24 VDC powered, ideal for any size vessel
Full-Time recording with 2 TB of storage

Includes world-renowned Surfvision app to easily view, manage, email, or
text your favorite footage instantly

GPS coordinate stamping on pictures
Built-in Geofencing security
Complete security and tracking

Easy setup

Sat2Nav Quicklink to retrieve the latest updated fish mapping, weather,
and conditions details




SURFVISION HD+ SURF-HD4

Mapping:

The SURFVISION HD+ system is set up with the Hilton Sat2Nav quick link that allows you to plan and manage your fishing
trips for optimal success. Select the Sat2Nav Icon from the SURFVISION HD+ to access the most current fishing mapping
charts for waypoint management, weather, chlorophyll tracking, and much more. The Sat2Nav program provides you with
the most up-to-date information available and is customizable to your specific cruising and fishing agenda. The Hilton
Sat2Nav gives you an unbeatable edge for target species fishing. Get one month Free with SURFVISION HD+. Regular
rates are $75 a month or $200 a year. Your Sat2Nav account can be accessed live through a cellular wireless connection
or be pre-downloaded at home and then stored on your SURFVISION HD+ system.
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Security:

The SURFVISION HD+ is equipped with geofencing and will record and notify you if your vessel has moved outside your
predetermined range. Monitor remotely with a click of a button from your phone and have complete peace of mind that your
vessel and belongings are safe and secure.

Accessories:

The SURF-HD-4 can be controlled via the display
touchscreen or your choice of optional mouse trackball or
joystick

Hardware Specifications:

Part Number SURF-HD4
Includes Compact Seatronx High
Definition 2 TB recorder, GPS puck,

“ e WiFi Access ready
® Dimensions: 192 (W) x 197 (D) x 57.6 (H) mm
0 Processor Intel i7-7700T (4 cores, 8 threads)
! Memory 8 GB DDR4 RAM
H’

USB I/0 4x USB 3.2
Display output | 1x HDMI, 1x DisplayPort

SEA-750L MBA-400 - ——

Compact 3G/4G Dual-Band  7-Cable Antenna with 4x Storage drive | 2 TB 2.5" 2.5 SSD (for data)
Wireless Router LTE, 2x Wi-Fi and 1x GNSS OS drive 120 GB mSATA SSD (for OS)
r f WIiFi/BT WiFi/Bluetooth 4.1

g _ - : POE ports 4 port POE
=il= oS Linux Debian 11 Cinnamon
—= Power 12/24 vdc, 80 W power
Warranty One year warranty standard

SRT/PHT Display options available



Camera Specifications

SV-CAM-B

Brushed Aluminum 1080p Marine IP Bullet Camera
Optional ORM-SS Stainless Steel Outrigger Mount

SV-CAM-D-SS
Stainless Steel Mini Dome Camera, 1080p marine IP camera

Bullet Camera Specifications

Camera

Mini Dome Camera Specifications

Camera

Image Sensor

1/2.9” (effective) progressive scan RGB
CMOS

Lens

Fixed iris 2.8 mm, F2.0 Horizontal field of
view: 111° Vertical field of view: 61°

Min illumination

Color: 0.22 lux

Shutter time

1/32500t0 2 s

Video

Video Compression

H.264 (MPEG-4 Part 10/AVC) Baseline,
Main and High Profiles Motion JPEG

Image Sensor

1/4” CMOS Sensor

Lens

Fixed 3.6mm / F2.0 - Horizontal Field of
View: 80°

Min illumination

0.1 Lux (LED’s OFF), 0 Lux (LED’s ON)

lllumination 12 x Infra Red LED’s 850nm - 10 meter
range

Bitrate 32Kbps - 8Mbps

Video

Video Compresion

H.264 Video Codec, Dual Stream

Resolution

1080p

Resolution

720 or 1080p

Frame rate

25/30 fps (50/60 Hz)

Video streaming

Multiple, individually configurable streams
in H.264

Network

Security

Password protection, IP add filter, HTTPSa
encryp, |IEEE 802.1Xa network access
control

Supported protocols

IPv4/v6, HTTP, HTTPSa , SSL/TLSa, QoS
Layer 3 DiffServ, FTP, CIFS/SMB, SMTP,
Bonjour, UPnPTM, SNMPv1/v2c/v3 (MIB-
II), DNS, DynDNS, NTP, RTSP, RTP, SFTP,
TCP, UDP, IGMP, RTCP, ICMP, DHCP,
ARP, SOCKS, SSH

Frame rate

Adjustable

Video streaming

Multiple, individually configurable streams
in H.264

Network

Connectors

Female RJ45 for 10BASE-T/100BASE-TX
PoE RJ12 for sensor unit

Supported protocols

TCP/UDP/HTTP/Multicast/UPnP/NTP/
RTSP/Onvif

General and Improved Features

Casing

Stainless steel enclosure water resistant

Environmental

Marine grade IP66

Removable cable

Connecting cable can be easily replaced

Warranty

3-year warranty

Our Vision is Your Vision

Power Power over Ethernet IEEE 802.3af/802.3at

General and Improved Features Type 1 Class 2 max 4.0 W, typical 2.5 W
Casing Brushed aluminum enclosure water Dimensions 58mm x 57mm (Aprox size of a golf ball)

resistant Temperature minus 35 “C to 65 °C, Less than 95% RH
Power Power over Ethernet IEEE 802.3af/802.3at

Type 1 Class 2 max 4.0 W, typical 2.5 W
Connectors Female RJ45 for 10BASE-T/100BASE-TX

PoE RJ12 for sensor unit
Operating conditions -20 °C to 50 °C (-4 °F to 122 °F) Humidity

10-85% RH (non-condensing) USA: (800) 607-1460
Cable color and length Black color (26’ long), White color 45’ long SEATR@NX TEL: (772) 418-5035

EMAIL: Info@Seatronx.com
WEBSITE: www.seatronx.com



