
Sunlight Readable Marine Displays
VSRT SeriesVSRT Series

•	 1000+ Nits Sunlight Readable
•	Backlight Dimming Range 0 to Max.
•	Red Night Mode Setting
•	 IPS Technology 
•	Sealed Front Panel
•	8 Inputs: 2 x DVID, 1 x VGA, 1 x DP,  

4 Composite
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SEATR     NX

Our Vision is Your Vision

•	Parameter Adjustments Via Remote 
Keypad

•	Standard PCAP Touch Screen
•	HDCP Compliant
•	Remote Control Via RS232 or IP
•	9 to 36 VDC Power
•	Wide Operating Temperature



Seatronx Part Numbers VSRT-15 VSRT-17 VSRT-19 VSRT-19W VSRT-213 VSRT-21W VSRT-24W

FEATURES
Diagonal (active area) Inch 15.0 17.0 19.0 18.5 21.3 21.5 24.0
 Native Resolution (Pixels) 1024x 768 1280x1024 1280x 1024 1920x1080 1600x1200 1920x1080 1920x1080

Colors 16.2M 16.7M 16.7M 16.7M 16.7M 16.7 16.7
IPS Technology YES YES YES YES YES YES YES
Contrast Ratio 2000:1 1000:1 1500:1 5000:1 1200:1 5000:1 5000:1

Sunlight Readable 1000+ 1000+ 1000+ 1000+ 1000+ 1000+ 1000+
Viewing Angle (left, right) 89,89 89,89 89, 89 89,89 89, 89 89, 89 89, 89
Viewing Angle (up, down) 89,89 89,89 89, 89 89,89 89, 89 89, 89 89, 89
Backlight Lifetime (Hrs) 50000+ 50000+ 50000+ 50000+ 50000+ 50000+ 50000+

Backlight Dimming 0 - max 0 - max 0 - max 0 - max 0 - max 0 - max 0 - max
Inputs 2xDVID, 1xVGA, 

1xDP,4xComp
2xDVID, 1xVGA, 

1xDP,4xComp
2xDVID, 1xVGA, 

1xDP,4xComp
2xDVID, 1xVGA, 

1xDP,4xComp
2xDVID, 1xVGA, 

1xDP,4xComp
2xDVID, 1xVGA, 

1xDP,4xComp
2xDVID, 1xVGA, 

1xDP,4xComp
Power Source 9-36V + and - 9-36V + and - 9-36V + and - 9-36V + and - 9-36V + and - 9-36V + and - 9-36V + and -

Voltage converter 9-36V  (isolated) 9-36V  (isolated) 9-36V  (isolated) 9-36V  (isolated) 9-36V  (isolated) 9-36V  (isolated) 9-36V  (isolated)
Power consumption AMPS at 

24vdc
2.8 3 3.5 3.5 3.5 3.5 3.5

Inlet plug dc power Screw Terminal Screw Terminal Screw Terminal Screw Terminal Screw Terminal Screw Terminal Screw Terminal 
Dimensions front 

(w x h x d) mm  (inches)
365.02 x 287.21 

x 76.20mm             
(14.371 x 11.328 x 3)

399.78 x 331.91 
x76.20mm              

(15.70 x 13.039 x 3)

437.35 x 362.10 x 
76.20mm

(17.219 x 14.256 x 3)

463.79 x 284.87 
x76.20mm              

(18.259 x 11.215 x 3)

19.60 x 15.36  x 3 532.92 x 328.92 x 
76.20mm

(20.981 x 12.950 x 3)

584.82 x 352.35 x 
76.20mm

(23.024 x 13.872 x 3)
Cutout Dimensions

(w x h x d) mm  (inches)
350.37 x 274.61 x 

76mm
(13.794 x 10.81 x 

2.992)

384.24 x 318.69 
x 76.20mm               

(15.127x 12.547 x 3)

421.18 x 347.47 x 
76.20mm

(16.582 x 13.680 x 3)

447.74 x 268.31 
x 76.20mm               

(17.627x 10.563 x 3)

TBD - Consult 
Factory

518.39 x 315.03 x 
76.20mm

(20.409 x 12.403 x 3)

570.04 x 338.46 x 
76.20mm

(22.442 x 13.325 x 3)

Sealing front IP65 IP65 IP65 IP66 IP65 IP65 IP65
Mounting Panel Mount Panel Mount Panel Mount Panel Mount Panel Mount Panel Mount Panel Mount

Operating temperature (°C) -20 to +70 -10 to 70 -10 to 70 -10 to 70 -10 to 70 0 to +60 0 to +60
Storage temperature (°C) -30 to 80 -20 to 80 -20 to 80 -20 to 80 -20 to 80 -20 to 70 -20 to 70

Parameter adjustment Remote Keypad Remote Keypad Remote Keypad Remote Keypad Remote Keypad Remote Keypad Remote Keypad
Power on/off Remote Keypad Remote Keypad Remote Keypad Remote Keypad Remote Keypad Remote Keypad Remote Keypad

Projected Capacitive touch YES YES YES YES YES YES YES
Optical bonding YES YES YES YES YES YES YES

Remote control VIA RS232 or IP YES YES YES YES YES YES YES

FRONT VIEW REAR VIEW KEYPAD INCLUDED
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